JAIPUR VIDYUT VITRAN NIGAM LIMITED JPR519 &
OFFICE OF THE SUPERINTENDING ENGINEER(Comml.)
Regd.Office: Vidyut Bhawan, Jyoti Nagar, Jaipur — 302005 Tel — 0141-2747041 FAX — 0141 — 2744803
Website:www.jaipurdiscom.com; Email — secommI@jvvnl.in
CIN: U40109RJ2005GC016486

No. JPD/SE(CY/XEn (C-I/F.1(13)PLVI/D. D\~ Dated: @3\ oc| 25|,

ORDER

Sub:- Regarding Self-certification of installation.

The Central Electricity Authority (Measures relating to Safety and Electric Supply)

Regulation, 2010 as amended from time to time stipulates as under:

(a) Every electrical installation of notified voltage and below shall be inspected. tested and shall
be self-certified by the owner of the installation before commencement of supply or
recommencement after shutdown for six months and above for ensuring observance of safety
measures specified under CEA (Measures relating to Safety and Electric Supply) Regulation.
2010, as amended from time to time and such owner shall submit the report of self-
certification in the Form-I or Forum-II or Form-IIL, as the case may be, as per annexure to the
Electrical Inspector.

(b) The voltage above which inspection and testing of electrical installations including
installations of supplier or consumer shall be carried out by the Electrical Inspector shall be
notified by the appropriate Government.

In view of above, State Government has issued a Notification on dated. March 21. 2016 and

published in official gazette of Rajasthan on dated March 28, 2016, which is reproduced as below:

NOTIFICATION
Jaipur, March 21,2016

S.0. 328- In exercise of powers conferred by, sub-regulation (1) of regulation 36 and
sub-regulation (2) of regulation 43 of the Central Electricity Authority (Measures relating to
Safety and Electric Supply) Regulation, 2010, as amended from time to time, the State

Government, hereby notifies, with immediate effect, -

(i) that 33 KV (kilo-volts) is the voltage, above which, inspection and testing of electrical
installation including installations of suppliers or consumers shall be carried out by the

Electrical Inspector;

&



(i) that the electrical installations of suppliers or consumers, connected with electricity at
voltage equal to or above 11KV and upto 33KV shall bé self certified with the assistance of
Chartered Electrical Safety Engineer or certified by an Electrical Inspector as may be opted
by the supplier or consumer.

(iii) that the electrical installations of suppliers or consumers connected with electricity at
voltage below 11 KV shall be self certified or certified by an Electrical Inspector as may be
opted by the supplier or consumer.

(iv) that notwithstanding anything contained in clause (ii) and (iii) above, self-certification in
case of all multi-storied buildings above fifteen meters height, shall be permitted only if. it
is done in with assistance of two Chartered Electrical Safety Engineer.

(v) that notwithstanding anything contained in clause (ii), (iii) and (iv) above, the inspection
and testing of all underground electrical installations. cinema halls, hospitals. theatres.
places of large public gathering and places of VIP visits shall be carried out by the
Electrical Inspector.

(vi) that the supplier shall energize the electrical installation only after receipt of sclf-
certification from the owner or the certificate from an Electrical Inspector. as the case may
be.

(vii)  that notwithstanding anything contained in clause (i), (ii),(iii),(iv) (v) and (vi) above, the
Chief Electrical Inspector and Electrical Inspectors shall have the powers to take
appropriate action under the Rajasthan Chief Electrical Inspector and Electrical Inspectors

(Powers and Functions) Rules,2016.

(No. F.23 (3) Energy/2015)
By Order of the Governor.
U.D. Khan,
Joint Secretary to Govt.
In view of above all field officers are directed to comply with the guidelines ol aboyve
notification and the provisions of CEA (Measures relating to safety and Electric Supply)Regulation.
2010 as amended time to time. The Form I, Form II & Form III in which Self certification is to be

submitted by owner of the installation are enclosed.

By order

(A.K.Singh)
Superintending Engineer (Comml.)



FORM -1
INSTALLATIONS OF VOLTAGE UP TO AND INCLUDING 250V

ReportNoG: v o
Date of Inspection by Electrical Inspector or self-certification by owner..................
Date of Last Inspection or self-certification..........cocccceeverriinne

1= =CGonsumerNO:

2. Voltage & System of Supply:

(i) Voltssidin s

(ii) No. of Phases...........ozvvins
() ACIDC i
Type of wiring...

Naine Of e CONSUMET OF OWIIBE. ... ot v isves st oo s sassemeisssss asssstassnssoinamvosssussmsnsorsomstassasmaes
Adeiress 0f the CONSUMET OF OWINOT. 1o vv-srs bredesatarss sieasasiiisniossiessits sabianossosssussnsseoasnyannsesuasinn
Location of the premises

No v s w

Particulars of the installations:

Number Connected Load in KW

@)l Hghtpoinis’ . ones e s TR e S e
(i) Fan points ;
() P POIRSE e T e o e R e e et

State type of wiring whether casing capping, lead covered of teak wood batten,

concealed conduit, Tough Rubber Sheathed and any other type.

(b) Other equipments (complete details to be furnished):

NMaximumcurrent derman i I DS, o et ey e s s revisasy i Raohnsseohas dhmiegms tions

(on the basis of total connected load)

(c) Generators details i.e. Make, S.No. KVA rating and Voltage:
(i)
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General conditions of the installation:

S.No. | Regulation Nos. Requirements Report _1

8. Regulation 12 (i) Is / Are there any visible sign(s) of Yes/No l

over-loading in respect of any apparatus
wiring ? ‘
(i) Condition of flexible cords, sockets, Satisfactory/ |
switches, plug-pins, cut-outs and lamp Not Satisfactory ‘
holders and such other fittings.
(iii)General condition of wiring Satisfactory/
Not Satisfactory
(iv) Whether any unauthorized installations Yes/No
exist?
(v) State if sockets are controlled by individual Yes/No
switches ‘
(vi)Any other defect or condition which may be Yes/No
a source of danger. If yes, give details.

9. Regulation 13 Give report on condition of service lines, cables, Satisfactory/
wires, apparatus and such other fittings placed Not Satisfactory
by the supplier or owner of the premises. If not
satisfactory, give details.

10. Regulation 14 Whether suitable cut-outs provided by the Yes/No
supplier at the consumer’s premises are within
enclosed fire proof receptacle?

11 Regulation 15 (i) State if switches are provided on live Yes/No

conductors. ‘

(i) State if indication of a permanent nature is Yes/No
provided as per Regulation so as to
distinguish neutral conductor from the live
conductor.

(iii) Whether a direct line is provided on the Yes/No
neutral in the case of single phase double
pole iron clad switches instead of fuse?

12. Regulation 16 (i) State if earthed terminal is provided by the Yes/No

supplier.

(ii) Have three pin plugs been provided for plug Yes/No
points?

(iii)General visible condition of the earthing Satisfactory/
arrangement Not Satisfactory

13- Regulation 17 Are the live parts in accessible position ? Yes/No

14. Regulation 34 Leakage on premises: veveierneee. M OhmMS ?

State insulation resistance  between
conductors and earth in Mega Ohms. |
15 Regulation 35 (i) State if linked switches of requisite capacity Yes/No
are provided near the point of
commencement of supply
(ii) State if the wiring is divided in suitable Yes/No
number of circuits and each such circuit is
protected by suitable cut-out.
(iii) State if supply to each motor or apparatus Yes/No
is controlled by suitable linked switch.
16. Regulation 41 (i) Have the frames of every generator, Yes/No
M { ol 8






